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Signature Series Synthetic
0W20, 5W20, 0W30

5W30, 10W30, 0W40

5W50

XL - Extended Life Synthetic
0W20, 5W20, 5W30
10W30, 10W40

Original Equipment Synthetic
0W20, 0W16, 5W20
5W30, 10W30

Synthetic Vehicle Oil (Gas Engines)

Oil Change Interval (Max Miles)
Normal
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Severe MaxTime  Fiter

25000 —— 15000  1Year AMSOIL

12000 —— 12000  1Year Any
Vehicle Owners Manual Rec Any




AMSOIL Recommended Oil Change Intervals
For Mechanically Sound Vehicles
Normal Service: (1 Yr / 25,000 or 35,000 miles, with AMSOIL Oil Filter) ** Intervals vary based on type AMSOIL used.


Personal transportation vehicles frequently traveling



greater than 10 miles at a time and not operating under



Severe Service.

Severe Service: (1 Yr / 15,000 or 17,500 miles, with AMSOIL Oil Filter) ** Intervals vary based on type AMSOIL used.


Turbo Charged Engines



Commercial or fleet vehicles



Excessive engine idling.



Vehicles with greater than 100,000 miles



Daily short trips of less than 10 miles



Frequent towing, plowing or hauling heavy loads.



Frequent driving in dusty conditions

EAO Oil Filters:  1 Yr or 25,000 miles when used with                             AMSOIL
EA15 Oil Filters:  1 Yr or 15,000 miles when used with AMSOIL

